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X-RAY Equipments for Diagnostic & Therapy



HIGH RESOLUTION

ACQUISITION RAPIDITY

ADVANCED TECHNOLOGY

Available in two sizes (size 1 and 2), this sensor offers high resolution images.
With a theoretical resolution of 26.3 lp/mm associated with CMOS technology and a scintillator, the
acquired image is exceptionally fine for an accurate diagnosis.

Image sensor works in USB 2.0 full speed mode. The high-resolution image will appear instantly on
your computer screen.

The electronics in the Image system is so small that everything is within the sensor case!
With its hot Plug & Play technology, you just need to plug the USB connector on your computer:
You are now ready to take an X-ray. When simplicity rhymes with quality!

Image



ArDeS is the next generation software for medical imaging.
It is a universal program that controls any digital imaging system (pano, sensors, intra-oral cameras ...)
and can significantly im-prove the quality of radiographs, even if underexposed

With direct links to patient database programs ArDeS makes it possible to link the images directly to your
patients.

Looking for patient images belong to the past.

The seamless interface with various digital systems means that you are not tied to one hardware vendor
when expanding your configuration.

Ardes

- Connects easily to any practice management software
- Image management
- Cutting edge crash proof software structure
- 16 bits dynamic range for B/W images
- 24 bits dynamic range for Color images
- Accepts all image formats (DICOM, BMP, JPG, TIF, PSD, PCX,...)
- Acquisition with all X-ray devices available on the dental market today
(CCD sensors, PSP scanners, Digital Pan/Ceph,…)

- Acquisition with all VfW, WDM or WIA devices (digital camera, intra-oral
camera…)

- Combine several brands in your clinic with only one software
- Images stored in medical DICOM format
- Advanced automated filtering
- 32 bits platform
- Windows Vista compliant
- More than 20 languages available
- Fully customizable (screen layout, macros, function key assignments,
icons…)

- Unique 'Windowing' function allows the user to see the invisible inside an
image.

- No image database: no corrupt or broken databases anymore!
- All modules available in same suite: cosmetics, orthodontics, implants,
DICOM PACS communication, streaming video acquisition, reporting…3D
in near future…

- Affordable network extensions.
- Conversion tools for major third party softwares available.



Size 1 Size 2

External dimensions 24,35 mm x 36,73 mm 30,49 mm x 42,80 mm

Active area 600 mm² (20 mm x 30 mm) 900 mm² (26 mm x 36 mm)

Pixel Size 19 mμ 19 mμ

Theoretical resolution 26,3 pl/mm 26,3 pl/mm

Real resolution > 20 pl/mm > 20 pl/mm

number of pixels 1,6 megapixels (1050 x 1580) 2,4 megapixels (1368 x 1896)

Cable lenght 3 m 3 m
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In the past years, Ardet has made a commitment to provide quality, continuity and valuable
experience. This commitment is directed towards customers in the business segment of the hard-
and software market.

Ardet's mission is to assist you in the realization of your mission and to provide practical solutions
on image acquisition, storage, analysis and digital conversion. Our software enables a refined
treatment of your images without losing the slightest amount of detail.

Efficient software requires efficiency of the information technology infrastructure. We invite you to
have a closer look at our recommended hardware products that will help you to achieve your
goals: to maintain the highest standards when it comes to image quality.


